Stuffed Puppet Theater 

Technical survey: Schicklgruber when traveling with our van. 

When we travel by van we take some equipment with us. 

Besides our own equipment we need equipment of the venue written in this survey. 

This list is made on 27 februari 2006.


Company

Stuffed Puppet Theatre

Performance

SCHICKLGRUBER, alias adolf hitler

Number of  people
4 (1 puppeteer / 2 technicians / 1 mana​ger)

Duration

90 minutes, no intermission

Set up time

8/10 hours

Sound-check

1 hour before the show starts

Strike, loading
1.5 hour

Technical crew

We will come with two technicians. 

For information please contact: Desiree van Gelderen +31 20 4940420

location.light@xs4all.nl
Technicians required from the theatre:

· during the day: 2 lighttechnicians, 1 soundtechnician

· 
during performance: 1 person

· after performance: minimal 2 persons

Set

· 3 panels of set made of aluminium with cloth: 

     seizes 2.00m x 2.00m / 2.50m x 2.00m / 3.50m x 2.00m

· a hand driven turning floor of 1.80m

· a toy car on wheels of 2.00m x 0.40m x 0.20m

· 2 x TL armatures of 20kg each hanging in the flybar or grid on steels at 2.50m. high

· 1 x table lamp hanging in flybar or grid on steels at 1.80m. high

· one standing lamp

· a candle

Stage

Minimal size: 9m width x 6m depth x 4 ½ m height.

Black curtains in the back and at the sides of the stage. We need 4 pairs of legs 

upstage; it needs to hang at 9 meter wide, downstage it depends on the sightlines for the audience

The floor of the stage has to be absolutely flat and must be covered with black vinyl dance floor. It’s not possible to have a carpet on the stage.

from the theatre we need 8 theatre weights for the panels. 

Light

From the theatre we need: 

· 63 A  power current supply at the stage (we do not bring power current cable)

· 24 x DMX 512 dimmers for the spots in the grid.

· DMX cable from the stage to the operating place.

Spots:

· 4 x 2  kw fresnell

· 9 x 1 kw pc 6 x barndoor

· 1 x 1kw par64 cp 61 220V

· 6 x 1kw par64 cp 62 220V

· 3 x 1 kw profile

We need very specific places in the grid, the pipes in the grid need to be not more than 1 meter from each other, as well in the depth as from left to right of the stage. And we may need some small pipes in between. Or every meter a fly bar.

Possibility to hang frontlight in an angle of 45 degrees of the frontline of the stage.

We bring our own COMPULITE PHOTON  light console (DMX 512) which will be placed next to the sound.

And we bring 36 dimmers and 12 pars and 18 pc’s with us

Sound

From the theatre we need 

· Two full range speakers with amplifiers.

· Two separate 230 Volt connections for both sound- and light consoles which will be placed in the auditorium  not much further that 20 meters frome the stage and not underneath a balcony or behind glass.The set up is modest and takes 2x4 seats. 

· We bring O1V sound console and our own sound equipment.

If we wish and it is possible we use the sound installation of the theatre.

Environment

Total darkness, total silence. No open air or tent performances.

Fire-safety

All cloths are made fire resistent.

We use theatre smoke.

During the whole performance a candle is lit, which will not be moved during the performance. 

Dressing room 

We need one dressing room from the time of arrival, close to the stage with heating, mirror, shower, toilet.

In case of subtitling theatre must provide beamer (videoprojecteur) minimum 3000 lumen.

