Technical survey                                                   What we need from theatre is marked in yellow.

If you doubt about your technical possibilities, please contact us and we will see if we can find a solution together: info@stuffedpuppet.nl

Company

Stuffed Puppet Theatre

Performance

MOLIÈRE

Number of  people
4 (1 puppeteer / 2 technicians / 1 mana​ger)

Duration


60 minutes, no intermission

Set up time

7 hours

Sound-check

1 hour before the show starts.

Strike, loading

1 hour

Technical crew

· We will come with two technicians. For information please contact Desiree van Gelderen: 


tel: +31 20 49 40 420 


· Technicians required from the theatre 
during the day: 2 lighttechnicians, 1 soundtechnician






during performance: 1 person






after performance: minimal 2 persons

Set

The set contains puppets on wheels. 

The set also contains two backdrops of 4,5 meter high. These curtains must hang in your theatre grid.

We need one pipe at the back, about 7 meter deep and 9 meters width

And we need another pipe about halfway the floor, about 4 meter deep and 3 meter width hanging in the center.

Floor

The floor of the stage  is preferably covered with black vinyl dance floor (as long it is smooth for little wheels to roll on). It is not possible to have a carpet on the stage, because this make smooth rolling impossible.

Stage

Black curtains in the back and at the sides of the stage 

Space

Minimal seize: 7m width x 6m depth x 4,5m height.

Environment

Total darkness, total silence. No open air or tent performances.

Fire-safety

All curtains are fire proof. There are no fire or smoke effects. 

Light

From the theatre we need:

13 x 1kw parblazer cp62

1 x 1kw  Fresnell

1 x 1kw  PC’s with barndoor

15 x 650 w PC’s. they have to be small sized, because they are standing with a floor stand on stage

normally we use small ADB 650 w pc’s for that.

9 x 1kw  Zoomprofile with 4 x gobo holder, and 5 x iris.

All cables and multy cables we use from the theatre

36 Dimmers with DMX 512 (1990 UISTT)  each 2 kw, 63Amp 

We bring our own COPULITE PHOTON light console (DMX 512) which will be placed next to the sound.

Sound

From the theatre we need 2 separate 230 Volt connections for both sound- and light consoles which will be placed in the auditorium seats. The set up is modest and takes 2x4 seats. We bring a Soundcraft Delta with balanced XLR outputs to connect to the theatre system (in addition to our soundsystem).

Dressing room 

We need one dressing room from the time of arrival, close to the stage with heating, mirror, possibility to lock with key.

In case of subtitling (surtitrage), theatre must provide videoprojecteur, minimum 3000 lumen.

